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NOTE:
The contractor shall furnish and Install a light pole
identification of each new light pole, as shown above, and
conforming to the requirements of Section 830 and
Article 1063.06 of the Standard Specifications.
The light pole Identification panel shall be mounted,
approximatey 7 FT. above the adjacent pavement
grade visible to approaching traffic.
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(3) 63 @/ Galv. steel condult
@ Single offset pole band

2.4 m

@ 16 (3% @ hot dipped galvanized bolt with
flat washer & locknut (3 req’d

Butt base .

Conduit clamps on 900 (36) centers
Unit duct
Threaded reducer
@ Conduit bushing
7“C” Condulet, threaded
() cable clamps on 600 (24) centers
@ 2/¢ ¥12 Type use cable

25 (1) Galv, steel condult 3.0 m (109
in length

40 (1//2) Galv. steel conduit for 1 unit
duct or 75 (3) galv. steel condult for 2
or 3 unit ducts.
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horizontal
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METAL OR

2-1/c*10 XLP-
use cable to
each luminaire

For each iuminaire
use 2 pole fused

disconnect uniess
single pole type is
specified.
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Details for underground
distribution If required

Stainless steel standard grade w
Type 304, 102X102 mesh 0.047" dia
Attach with 1/2” stainless steel banding. ——————"

Surge protectors
(metal oxide-
varistor type)

Cable splices according
1o Art 1066.06 with
compression connectors
appropriately taped.

Pole ground ug —— . 118

Wireway window

in pole foundation
(fill opening with
fine aggregate)

Edel|  secTiON counTy | JOTAL ISHEET
270 | 60-0,2L-1 MADISON 31| 19
STA. T0 STA.

FED. ROAD DIST, 0. |[ILLINOIS| FED. AID PROJECT

ire cloth

2-1/c *10 XLP-USE
cable to each
luminaire

For each luminaire
use 2 pole fused
quick disconnect.
For receptacle
circult (not shown)
use 2 pole
fuseholder with
solld neutradl.
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NOT TO SCALE

All dimensions are in milimeters (inches)
uniess otherwise shown.
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